
DMP Devices Description

73xx KEYPADS

SMOKE DETECTOR

MOTION

Monitors open areas in your home
and is triggered by body movement
within the home. Pet immune
motions standard.

DOOR / WINDOW

Triggers the alarm if a secured door
or window is opened while the
system is armed.

Affordable solution for both home
and business operations. Display
icons provide easy to use visual
reference for panel operation.
Thinline housing available in 3
colors. User adjustable brightness,
tone and volume controls.

BARRIER BAR

General purpose perimeter alarm
switch. Excellent for basement
windows, vents and other hard to
protect openings.

Upon detecting smoke or unusually
high temperature, it triggers the
alarm to warn your family of a
possible fire.

Heat detectors are available in 135ºF
(57ºC) or 200ºF (94ºC) temperature
ratings.

70xx KEYPADS

Large 32-charecter LCD display with
attractive

Thinline
housing available in several colors.
User adjustable brightness, tone and
volume controls.

custom 16-character
home or business name.

LOW TEMPERATURE

Programmable  low temperature
sensor. Prevent freezing pipes and
other temperature problems.

Triggers the alarm upon detecting
the sound of breaking glass, while
ignoring other common noises. With
30 foot range.

GLASS BREAK

CARBON MONOXIDE

The units are designed to the same
standards as sensing systems used to
protect workers in industrial plants
and hospitals.

HEAT

Additional Devices Available


